NOTICE INVITING BID

Sealed tenders are invited for R&M work of EHV GSS (Painting work).

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Name of work</td>
<td>Structure and Equipment painting work at 132 KV GSS Zawar mines.</td>
</tr>
<tr>
<td>Date of selling of tender</td>
<td>10.01.19</td>
</tr>
<tr>
<td>Due date of submission of tenders</td>
<td>Up to 3.00PM on 25/01/2019</td>
</tr>
<tr>
<td>Date of opening of tenders</td>
<td>At 4.00 PM on 25/01/2019</td>
</tr>
<tr>
<td>Period of completion</td>
<td>60 days</td>
</tr>
<tr>
<td>Estimated cost</td>
<td>Rs. 183210/-</td>
</tr>
<tr>
<td>Tender cost</td>
<td>₹1,000 + GST @ 18%.</td>
</tr>
<tr>
<td>Bid Security</td>
<td>₹6,651/-</td>
</tr>
</tbody>
</table>

EXECUTIVE ENGINEER
220 KV GSS RRVPNL
MADRI,UDAIPUR
NOTE:

FILLING OF TENDERS:

(n) Tenders shall be submitted in the forms and "G" schedule attached herewith and all blank in the tender and "G" schedule be filled in. The completed forms, schedule(s) shall be considered as part of the contract documents in the case of successful tender.

(o) No alteration should be made to the form of the tender form/specification and schedules. The tender must comply entirely with specification, and "G" Schedules alternative proposals, if any, shall be clearly stated in the covering letter and shall accompany each copy of the tender.

(p) The tender and all accompanying documents shall be in Hindi/English Languages and shall be signed by a responsible and authorized person. The name, designation and authority of the signatory shall be stated in the tender.

(q) Tenders should be filled in only with ink or typed.

(r) All additions alterations and over writings in the tender must be clearly initialed by the signatory to the tender.

(s) The tenderer must quote the prices strictly in the manner as indicated herein, failing which tender is liable for rejection. The rate/Prices shall be written in words as well as in figures. These must not contain any additions, alterations, over writing, cuttings or corrections and any other marking which leave any room for doubt.

(t) The RVPN will not be responsible to accept any cost involved in the preparation or submission of tenders.

(u) Any printed/written conditions of sale on the tender shall not be accepted by the RVPN. The tender shall incorporate his conditions, if any, in the covering letter.

(v) The tenderer shall incorporate his conditions, if any, in the covering letter.

(w) The tender offer shall be furnished in following manner:

(4) Proof of deposition/furnishing the earnest money/experience certificate if any. The envelope for covering above all which shall be super scribed "TENDER OFFER AGAINST RVPN/XEN/220KV/GSS/MDR/TN_________" for work ________________ to be opened on ____________________

(5) The Tenderer shall ensure that his tender is furnished/submitted strictly in the manner detailed in specification.

(6) All tenders and accompanying documents and shall be addressed to the Executive Engineer (220 KV GSS), RVPN, Madri.

(w) The tenderer should sign the tender form in the end of each page.

(x) Telegraphic/FAX/Internet/E-Mail offers will not be considered/entertained.

(y) RECEIPT AND OPENING OF TENDERS:

Sealed covers in which the tenders are enclosed shall be delivered in the office of the Executive Engineer (220 KV GSS), Rajasthan Rajya Vidyut Prasaran Nigam Ltd., Madri. (Raj.) not later than 03:00 PM Indian Standard Time (unless otherwise specified) on the date specified in the notice inviting the tender. Tenders shall not be accepted after the time and date fixed for receipt of tenders. The tenders (Techno-Commercial bid) will be opened in the office of the Executive Engineer (220 KV GSS), Rajasthan Rajya Vidyut Prasaran Nigam Ltd., Madri, (Raj.) at 04:00 PM Indian Standard Time on the prescribed date in the presence of such tenderers or their authorized representative who choose to be present.

(z) Should the date fixed for receipt & opening of the tenders be declared as a public holiday, the tenders shall be received and opened on the day on which office re-opens after such holiday(s) at the time as indicated above.

EXECUTIVE ENGINEER

220 KV GSS RRVPN,MADRIUDAIPUR
<table>
<thead>
<tr>
<th>Sr. No.</th>
<th>BSR Code</th>
<th>Description of Work</th>
<th>Unit</th>
<th>Qty.</th>
<th>BSR Rate</th>
<th>Amount (In Rs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.1</td>
<td></td>
<td>PAINTING OF UNPAINTED STEEL STRUCTURES:</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1</td>
<td></td>
<td>Aluminium painting of unpainted steel structures at the GSS including paint and painting brush, emery paper, cloth &amp; solvents, etc. The surface shall be first cleaned with wire brush / emery paper and thereafter wiped with cloth to remove rust and dust or any other deposits on erected M.S. Steel structures &amp; beams. One coat of red oxide paint shall be applied after carrying out cleaning and allowed to dry. Thereafter, two coats of aluminum paint shall be applied. Each subsequent coat shall be applied only after the previous coat has dried up. The paints used shall be from any of the following recognized manufacturers, namely Asian / Nerolac / Berger / Johnson Nicholson.</td>
<td>Sq Mtr</td>
<td>2591.9</td>
<td>42</td>
<td>108860</td>
</tr>
<tr>
<td>2.2</td>
<td></td>
<td>PAINTING OF TRANSFORMERS &amp; EQUIPMENTS:</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2</td>
<td></td>
<td>Enamel painting on power transformers and other equipments including supply of paint and spray painting set, emery paper, cloth &amp; solvents etc. at GSS by cleaning surface thoroughly with soda/ caustic solution to Clean oily surface and thereafter washing with water. Thereafter, two coats of smoke grey synthetic enamel paint shall be applied by spray method. Each subsequent coat shall be applied after the previous coat has fully dried up. The paints used shall be from any of the following recognized manufacturer, namely Asian / Nerolac / Berger / Jenson- Nicholson. In case of surface area of radiators, those fins will only be considered which are actually feasible and approachable for painting by spray or by brush.</td>
<td>Sq Mtr</td>
<td>1486.15</td>
<td>33</td>
<td>46403</td>
</tr>
</tbody>
</table>

**Total Amount (A)**

GST @ 18% on (A+B)  
27947

**Gross Total (C)**

183210

Ruppes: ONE LAG EIGHTY THREE THOUSAND TWO HUNDRED TEN ONLY

---

**Note:**

1. The above rates based on as per BSR w. e. f 01.04.2017 (No. RVPN/SE(Contracts-II)/XEN-4/F./D. 45 DATED 21.04.2017) for repair and maintenance work on Labour contract rates.
2. The quantity of work may increase/decrease as per site situation.
3. The above rates are inclusive of GST.
4. The working site is electrically charged so the contractor should ensure safety while carrying out the work.
5. All T&P material should be arranged by the contractor for carrying out the work.

---

We do hereby give consent to do above work on above/below the G-schedule rates.

Signature & Seal of the contractor