e RAJASTHAN RAJYA VIDHYUT PRASARAN NIGAM LIMITED |
*" Schedule of Two Nos 132 KV Bay with 132 KV B/C at 132 KV GSS pPS- P

line. Project Code:-AUCB/17.13
CODE ‘ :
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L NO. DESCRIPTION UNTT

' Rate | Oty | Amount

1 :\ — 2 B i-ﬁmw-—f N .
1 __|EARTH MESH WORK R
Laying of carth mesh with 25mm. # 28mm. dia. M.S Rod at a depth of 0.80 metre ]

from top level of foundations, including excav

3 for 132 KV D/C Kanasar-ps-3

.

ation o trencl of cquire | dep

‘ U depth and

hdkkfl”l 12 of the same, tra 1sportation of M. S RG)(I\ fron site 5 e to locat ons
2 L5 .

welding of M. S. Rod 10 M. S. Rod along the leneth. o crc.: .
0 1y eme B ﬂ;p“l:“»ldm.:]lu:'% :i‘:u,:::;lh.. at crossings and w_nh cul"lh
bitumen impregnated mpcvnn all welded joints, for m:‘:\mliﬂund. ?nd covering with
S, ype of soil prevalent at 0.80
mclrf.- below top level of foundations (M.'S. Rod of above sizes & M. S. Flat as
[required shall be made available by RVYPN). o
ﬂr_} case electricity is made available by RVPN without charges.
i) Normal dry soil y 3
1i) _ Hard soil / Murram / Black cotton soil :/:::;“ 32?3 :;8 ;?8?
B-1 " |Laying of carthing risers of 50x6mm / 50x10mm / 50x | 2mm size M.S. Flat at a = s =
demrf of 0.80 metre from top level of foundations, including excavation of trench of]
required depth and backfilling of the same. transportation of M. S, Flat from site store
o locations, preparation of risers, bending as per requirement (after heating if
necessary), fixing on and welding / bolting 1o equipment / structure and peaks of]
structures, laying in the trench, welding to the earth mesh of M. S, Rod as per
d.raWing, including welding of extra length of M. S. Flat if required, application of]
bll‘umen compound and covering with bitumen impregnated tape on all welded joints,
painting of all surfaces of risers above ground level with red oxide and green paint,
for the type of soil prevalent at 0.80 metre below top level of foundations (M. S. Rod
( of above sizes & M. S. Flat as required shall be made available by RVPN).
(a) In case electricity is made available by RVPN without charges.
i) Normal dry soil Metres 27.00 | 200 5400
ii) _ Hard soil / Murram / Black cotion soil Metres 28.00 100 2800
C-1 |Placing / Driving of earth electrode of 25 / 28mm dia. M. S. Rod of length 3.30
meters (approx.) to a depth of 3.80 meters from the top level of foundations, including
excavaltion of pit as required and back filling of the same. transportation of M. S. Rod
from site store to locations. cutting of M. S. Rod to desired length, preparation of one!
end as spike if necessary, welding of earth electrode to earth mesh of M. S. Rod as per
drawing, application of bitumen compound and covering with bitumen impregnated
tape on all welded joints, for the type of soil prevalent at 3.80 metres below top level
of foundations (M. S. Rod of above sizes & M. S. Flat as required shall be made

available by RVPN).
(a) In case electricity is made available by RVPN without charges.

i)  Hard soil / Murram / Black cotton soil Nos. 20000 } 27 2
Nos. 333.00 | 18 5994

iii) Soft rock =
EKEC’HON OF SUB-STATION STEEL STRUCTURES columns, beams, lighting] M.T. | 2321.00| 18 41778

mast and equipment structures (excluding Circuit Breakers and Capacitor Banks) of]
all types including transportation of structure members. nuts ‘& boltf. washers, etc.
from site store to locations, their assembly, placing on foundallon,.ﬁxmg ofu-:mplate,
’ with foundation bolts as required, levelling and preparing for groul‘mg as required, but
excluding grouting. erection after grouting and tightening & punching of nuts & bolts.
(Maximum height of structures up to 20 meters)

1S-BAR WORK
‘l;;’[L’:;:GlNG of 220 KV, 132 KV, 33 KV & 11KV Bus Bar of ACSR conductc_)r,
Encluding transportation of conductor. disc insulators and tension hardware from site

stores to location, laying and cutting required lmgh of c'onduclor, clca.nm'g and
oembly of disc insulators as required along with fitting of bolied type or
é rc«;sim type tension hardware as made available (compress!on.machme shall be
;‘:(r,:fded by RVPN on rent free basis), making up a2 one end, Sirmging of m“d“c‘fm
between the beams with specified sag and tension, also equalizing sag and ﬁuu?g
spacers and spacer T -clamps for twin conductor, for three phases of conductors in

-ach h“s_wjiun .
Single ACSR Panther Section | 1165.00 | 6 6990
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