RAJASTHAN RAJYA VIDHYUT PRASARAN NIGAM LTD.
Corporate identity Number (CIN) U40109RJ2000SGC016485
Regd. office Vidhyut Bhawan, Jyoti Nagar Jaipur-302005
(An 1SO: 9001.2008 certified company)

OFFICE OF THE ASSISTANT ENGINEER 132 KV GSS RVPN JALORE

JALORE-343001, Tele-Phone No-02973-222333, 9414031068
Email:aen.132.jalore@rvpn.co.in, Website: www.rvpn.co.in
NO: RVPN/AEN/132KV/GSS/ILR/F-T- /2017-18 /D. 45 Dt.22.05.2017.

All registered contractors
Under Jodhpur zone

Sub: - Regarding Painting work of GSS Structure on CLRC rates at 132 KV GSS Jalore for the
year 2017-18.

This office intends to award contract for carrying out Painting work of GSS Structure at 132 KV
GSS Jalore. A copy of G- Schedule amounting to Rs.144138.00 as per terms and condition of
CLRC order no RVPN/SE/SSPC/TK/A.II/TN-2975/CLRC/D.501 Dtd.24.05.2013 and further extend
vide letter no.303 dtd 18.05.2016 and D. 1151 Dtd 11.09.2015.The acceptances are received
within 10 Days positively from issue of this notice through registered letter and E-mail,
otherwise it will be assumed that you are not interested in execution of work and the work may
be awarded to any other agency.

Please also submit following detail certificate along with your consent

1. Copy of registration certificate as registered contractor.

2. Copy of tax clearance certificate.
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ASSISTANT ENGINEER
132 KV GSS JALORE

Copy submitted (Though E-mail) to the following for information and n/a please.

1. The Superintending Engineer (T&C) RVPN Sirohi
2. The Executive Engineer (220 KV GSS) RVPN Jalore.
3. The Account Officer (T&C) RVPN Sirohi

4. The Feeder Manager(T&C) RVPN sirohi

Qla

ASSISTANT ENGINEER
132 KV GSS JALORE
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RAJASTHAN RAJYA VIDYUT PRASARAN NIGAM LIMITED
OFFICE OF ASSISTANT ENGINEER 132KV GSS Jalore

G Schedule of Painting work for Structure

Total Area (In Rates per Total rate for one
S.NO. Schedule of work SQ.M,) sq.meter(Rs.) year(Rs)
PAINTING OF OLD PAINTED STEEL STRUCTURE 3753.59 24 90086.16

Aluminum painting of old steel structure / towers including
paint & painting brush,emery paper,cloth & solvents etc. The
surface shall be first cleaned with wire brush/emery paper
and thereafter wiped with cloth to remove rust and dust or
nay other deposited on erected M.S. steel structure/ towers.
Two coats of aluminum paint shall be applied. Eash
subsequent coat shall be applied only after the previous coat
has dried up. The paints used shall be from any of the
following recognized manufactures,namely Asian/Nerolac/
Berger/Johnson Nicholson.

Total Amount

90086.16
As per CLRC Add TP@ 60% 54051.69
TOTAL
Gind ‘ 144137.85
' Rs.
Say Ke 144138/-

(In words One lac forty four thousand one hundred thirty eight only)
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