To All Registered Contractors

Subject: Consent for carrying out painting work of Sub-Station Steel Structure at 132 KV GSS RVPN, JOJAWAR

In reference to above, painting work of Sub-Station Steel Structure as per G Schedule under O/o The Assistant Engineer (Cluster) RRVPN, Kharchi is required to be carried out urgently on the basis of single source procurement. Therefore, you are requested to provide consent to carry out this work as per G Schedule enclosed up to 15:00 Hrs. Dated: 10/11/2018.

Enclosed: - G Schedule

Assistant Engineer (Cluster)
RRVPN, KHARCHI

Copy submitted/forwarded to the following for information & necessary action please:

- The Superintending Engineer (T&C), VPN, Kankani
- The Executive Engineer (220 KV GSS RVPN) Pali
- The Accounts Officer (T&C), VPN, Kankani
RAJASTHAN RAJYA VIDYUT PRASARAN NIGAM Ltd.
OFFICE OF THE ASSISTANT ENGINEER, (Cluster) RVPN, KHARCHI

ESTIMATE FOR PAINTING WORK ON ERECTED STRUCTURES/ EQUIPMENTS AT 132 KV
GSS, RRVPN, Jojawar
G- SCHEDULE (AS PER BSR No RVPN/SE{SSPC}/XEN{TK}/BSR/A1/D. 21/DI 04.04.11)

<table>
<thead>
<tr>
<th>CODE NO.</th>
<th>DESCRIPTION</th>
<th>UNIT</th>
<th>QTY</th>
<th>RATE</th>
<th>Amt. in Rs.</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.2</td>
<td>PAINTING OF OLD PAINTED STEEL STRUCTURE:</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Aluminium painting of old painted steel structure at the GSS including supply of point and painting brush, emery paper, cloth &amp; solvents, etc. The surface shall be first cleaned with wire brush/emery paper and thereafter wiped with cloth to remove rust and dust or any other deposits on erected M.S. Steel structure. Two coats of aluminum paint shall be applied. Each subsequent coat shall be applied only after the previous coat has dried up. The paints used shall be from any of the following recognized manufacturers, namely Asian/ Nerolac/ Berger/ Jenson Nicholson.</td>
<td>Sq. meter</td>
<td>1948.034</td>
<td>24</td>
<td>46752.816</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>CODE NO.</th>
<th>DESCRIPTION</th>
<th>UNIT</th>
<th>QTY</th>
<th>RATE</th>
<th>Amt. in Rs.</th>
</tr>
</thead>
<tbody>
<tr>
<td>2.3</td>
<td>PAINTING OF TRANSFORMERS &amp; EQUIPMENTS:</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Enamel painting of power transformer and other equipments including supply of paint and spray painting set, emery paper cloth &amp; solvents etc. at GSS by cleaning surface thoroughly with soda/ caustic solution to clean oily surface and thereafter washing with water. Thereafter two coats of smoke gray synthetic enamel paint shall be applied by spray method. Each subsequent coat shall be applied after the previous coat has dried up. The paints used shall be from any of the following recognized manufacturers, namely Asian/ Nerolac/ Berger/ Jenson Nicholson. In case of surface area of radiators, those fins will only be considered which are actually feasible and approachable for painting by spray or by brush.</td>
<td>Sq. meter</td>
<td>966.744</td>
<td>25</td>
<td>24168.6</td>
</tr>
</tbody>
</table>

TOTAL= 70921.416


60% rate above BSR for Jodhpur area= 42552.85

G. Total= 113474.27
Say Rs. 113474