RAJASTHAN RAJYA VIDYUT PRASARAN NIGAM LTD.
(AGovt. Of Rajasthan Undertaking and an 1SO 9001:2008 Certified Company)

Corporate identity Number (CIN):U40109R:2000SGC016485)
OFFICE OF THE ASSISTANT ENGINEER (132 kV GSS)

RRVPNL, SRI DUNGARGARH (BIKANER) RAJASTHAN- 331803
(Tel. No. 01565-223200, E-Mail Id: aen.132.sdungargarh@rvpn.co.in)

No. RRVPNL/AEN/GSS/SDGH/F. /D. 154 Dated 18.09.2017

To,
' All Regd. Contractors,
Under T&C Zone,
Jodhpur.

Subject :- Painting of Unpainted, Old Painted steel structures and Transformers at
132 KV GSS, Sri Dungargarh (Bikaner) on CLRC approved rates.(BSR
NO. RVPN/SE(SSPC)/XEN(TK)/BSR/A.1/D. 21 Jaipur Dated 04.04.11).

The work of Painting of Unpainted steel structures, Old Painted steel structures
and Transformers at 132 KV GSS, RRVPNL, Sri Dungargarh (Bikaner) to be carried out

on CLRC approved rates of the RRVPNL as per enclosed G- Schedule.
Please send your consent with a copy of registration certificate within 10 days

positively, if your firm is interested in execution of the detailed work on CLRC.

Enclosed: - G Schedule. @
e

Assistant Engineer (132 kV GSS)
RRVPNL, Sri Dungargarh (Bikaner)
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G -Schedule for Painting of Steel Structure and Transformers

at 132 KV GSS Sri Dungargarh

G- SCHEDULE FOR PAINTING OF STEEL STRUCTURE & TRANSFORMERS AT 132 KV GSS SRI DUNGARGARH

PREPARED ON THE BASIS OF BSR 2011

S.NO.

DESCRIPTION

UNIT

Qry

RATE |AMOUNT

2.0|PAINTING OF STRUCTURES & EQUIPMENTS

2.1|PAINTING OF UNPAINTED STEEL STRUCTURES

Aluminium painting on unpainted steel structure at
the GSS including supply of the paint and painting
brush, emery paper, cloth & solvents etc. The surface
shall be frist rubbed with wire brush/ emery paper
and there after wiped with cloth to remove dust &
rust or any other deposit on MS steel structure. One
coat of red oxide paint shall be applied after carrying
out cleaning and allowed to dry. Thereafter two coats
of Aluminium paint shall be applied.Each coat shall
be applied only after the subsequent coat has dried
up . The paint used shall be out of the following
reconised manufactures namely Asian, Nerolac
Dulex. (item of 2.2.1 of
BSR 2011)

sQ.
Mtr

847.68

31.00 [ 26278.08

2.

PAINTING OF OLD PAINTED STEEL STRUCTURES
Aluminium painting on old steel structure at the GSS
including supply of the paint and painting brush,
emery paper, cloth & solvents etc. The surface shall
be frist rubbed with wire brush/ emery paper and
there after wiped with cloth to remove dust & rust or
any other deposit on MS steel structure. Two coats
of Aluminium paint shall be applied.Each coat shall
be applied only after the subsequent coat has dried
up . The paint used shall be out of the following
reconised manufactures namely Asian, Nerolac
Dulex. (item of 2.2.2 of BSR 2011)

N

sQ.
Mtr

874.32

24.00 | 20983.68

@)
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