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OFFICE ORDER

Sub: - Prescribing norms for framing the proposal for the
construction of new 33/11KV S/Ss in Rural Area.

The matter regarding construction of new 33/11KV S/Ss in
Rural areas was discussed in 170% Coordination committee
meeting held on 20.6.2014. With a view to ensure financial
discipline and to control expenditure, henceforth, the following
procedure be adopted for construction of 33/11KV S/Ss in
Rural areas:- :

1. If, the voltage regulation exceeds 8% and demand losses
exceed 5% in existing 11KV feeder(s) with diversity factor
of 1.2, before proposing a new 33/11KV S/S the following
possibilities should be explored :-

(a)

(b)

(c)

Augmentation of 11KV system by proposing
additional circuit or double / multi circuit line from
the same 33/11KV S/S or from the other nearby
33/11KV S/Ss in the vicinity of the 11 KV feeder(s)
require system improvement so that the system
parameters of existing 11Kv feeder(s) be brought
under the permissible limits.

A study should be made in such a way that the
conductor of the existing 11KV feeder be replaced by
higher size conductor i.e. ACSR Dog, to bring the
11KV system parameters within the permissible
limits.

No, new 33/11KV S/S should be proposed to meet
the increasing load demand of the area if system
parameters of 11KV feeders are within the
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permissible limits. To meet out the load demand of
the area it should be given priority to augment the
transformer capacity at existing 33/11KV S/S(s) as
2x3.15MVA or 2x5.0 MVA as the case may be. The
possibility be also explored for shifting of load of
overloaded 11KV feeder on other nearby S/Ss.

2. If, the deteriorated 11KV system in rural area(s) could not
be improved by any of the above, the proposal for
creation of new 33/11KV S/S at load centre of the area be
framed and submitted to the concerned Superintending
Engineer (Plan/PPM). The circle SE would be required to
certify that the existing 11KV system cannot be improved
by options mentioned as above 1 (a to c).

The following procedure be adopted for construction of
new 33/11KV S/Ss in Rural Area:-

(a) The rural areas shall be earmarked into two
categories (i) Developed areas (ii) Areas under
developing phase. The proposal should be furnished
only after ensuring the availability of the suitable

- piece of land for the proposed 33/11KV S/S from the
local revenue department.

(b) In Rural area, distance between a new proposed
33KV S/S and the existing S/S shall normally be not
less than 10 km, unless load concentration so
warrants. ‘

(c) - The existing‘ 11KV feeder(s) which are sought to be
improved should be plotted on GT Sheet with the
location of all existing as well as already sanctioned
33/11KV sub stations in the vicinity. The capacity
utilization of neighboring 33/11KV S/S(s) shall also
be plotted on the GT sheets in order to get the
proper utilization of the neighboring S/S5(s) while
considering the sanction of the new S/S(s). The
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